Separately excited DC motor speed can be controlled using PID controller and fuzzy logic controller. The proportional, integral and derivate (KP, KI, KD) gains of the PID controller are adjusted according to FUZZY LOGIC. First, the fuzzy logic controller is designed according to fuzzy rules so that the systems are fundamentally robust. There are 25 fuzzy rules for self-tuning of each parameter of PID controller. The FLC has two inputs. One is the motor speed error between the reference and actual speed and the second is change in speed error (speed error derivative).Secondly, the output of the FLC i.e. the parameters of PID controller are used to control the speed of the separately excited DC Motor. The study shows that both precise characters of PID controllers and flexible characters of fuzzy controller are present in fuzzy self-tuning PID controller. The fuzzy self-tuning approach implemented on a conventional PID structure was able to improve the dynamic as well as the static response of the system. Comparison between the conventional output and the fuzzy self-tuning output was done on the basis of the simulation result obtained by MATLAB. The simulation results demonstrate that the designed self-tuned PID controller realize a good dynamic behavior of the DC motor, a perfect speed tracking with less rise and settling time, minimum overshoot, minimum steady state error and give better performance compared to conventional PID controller.
INTRODUCTION
The development of high performance motor drives is very important in industrial as well as other purpose applications such as steel rolling mills, electric trains and robotics. Generally, a high performance motor drive system must have good dynamic speed command tracking and load regulating response to perform task. DC drives, because of their simplicity, ease of application, high reliabilities, flexibilities and favorable cost have long been a backbone of industrial applications, robot manipulators and home appliances where speed and position control of motor are required. DC drives are less complex with a single power conversion from AC to DC. Again the speed torque characteristics of DC motors are much more superior to that of AC motors. A DC motors provide excellent control of speed for acceleration and deceleration. DC drives are normally less expensive for most horsepower ratings. DC motors have a long tradition of use as adjustable speed machines and a wide range of options have evolved for this purpose. In these applications, the motor should be precisely controlled to give the desired performance. The controllers of the speed that are conceived for goal to control the speed of DC motor to execute one variety of tasks, is of several conventional and numeric controller types, the controllers can be: proportional integral (PI), proportional integral derivative (PID) Fuzzy Logic Controller (FLC) or the combination between them: FuzzyNeural Networks, Fuzzy-Genetic Algorithm, Fuzzy-Ants Colony, Fuzzy-Swarm [10] . The proportional -integralderivative (PID) controller operates the majority of the control system in the world. It has been reported that more than 95% of the controllers in the industrial process control applications are of PID type as no other controller match the simplicity, clear functionality, applicability and ease of use offered by the PID controller [3] , [4] . PID controllers provide robust and reliable performance for most systems if the PID parameters are tuned properly.
The major problems in applying a conventional control algorithm (PI, PD, PID) in a speed controller are the effects of non-linearity in a DC motor. The nonlinear characteristics of a DC motor such as saturation and fiction could degrade the performance of conventional controllers [1] , [2] .Generally, an accurate nonlinear model of an actual DC motor is difficult to find and parameter obtained from systems identification may be only approximated values. The field of Fuzzy control has been making rapid progress in recent years. Fuzzy logic control (FLC) is one of the most successful applications of fuzzy set theory, introduced by L.A Zadeh in 1973 and applied (Mamdani 1974) in an attempt to control system that are structurally difficult to model. Since then, FLC has been an extremely active and fruitful research area with many industrial applications reported [5] .In the last three decades, FLC has evolved as an alternative or complementary to the conventional control strategies in various engineering areas. Fuzzy control theory usually provides non-linear controllers that are capable of performing different complex non-linear control action, even for uncertain nonlinear systems. Unlike conventional control, designing a FLC does not require precise knowledge of the system model such as the poles and zeroes of the system transfer functions. Imitating the way of human learning, the tracking error and the rate change of the error are two crucial inputs for the design of such a fuzzy control system [6] , [7] . PID parameters fuzzy self-tuning is to find the fuzzy relationship between the three parameters of PID and "e" and "de", and according to the principle of fuzzy control, to modify the three parameters in order to meet different requirements for control parameters when "e" and "de" are different, and to make the control object a good dynamic and static performance [12] .
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Adjusting fuzzy membership functions and rules
In order to improve the performance of FLC, the rules and membership functions are adjusted. The membership functions are adjusted by making the area of membership functions near ZE region narrower to produce finer control resolution. On the other hand, making the area far from ZE region wider gives faster control response. Also the performance can be improved by changing the severity of rules [15] . An experiment to study the effect of rise time (Tr), maximum overshoot (Mp) and steady-state error (SSE) when varying KP, KI and KD was conducted. The results of the experiment were used to develop 25-rules for the FLC of KP, KI and KD are the out put variables and from error and change of error are the input variables. Triangular membership functions are selected. 
Rule Base for PID parameters
CONCLUSION
Self-tuned tuning PID controller is less in quality of operation and performance compared to conventional PID controller. The three parameters "KP", "KI", "KD" of conventional PID control need to be constantly adjust adjusted online in order to achieve better control performance. Fuzzy self-tuning PID parameters controller can automatically adjust PID parameters in accordance with the speed error and the rate of speed errorchange, so it has better self-adaptive capacity fuzzy PID parameter controller has smaller overshoot and less rising and settling time than conventional PID controller and has better dynamic response properties and steady-state properties. Steady state error in case of self tuned fuzzy PID is less compared to conventional PID controller.
Design method of two inputs and three outputs self-tuning fuzzy PID controller and make use of MATLAB fuzzy toolbox to design fuzzy controller. The fuzzy controller adjusted the proportional, integral and derivate (KP, KI, KD) gains of the PID controller according to speed error and change in speed error .From the simulation results it is concluded that ,compared with the conventional PID controller, self-tuning PID controller has a better performance in both transient and steady state response. The self tuning FLC has better dynamic response curve, shorter response time, small overshoot, small steady state error (SSE),high steady precision compared to the conventional PID controller.
